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Gel joints Break

5 years
warranty

date

Gel joints Break

connection

Fastest way to make an underground connection!
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Gel joints Break

Gel joints Break series is suitable to guarantee insulation of low 

The list of products is made up of a series for main connections and 

The insulation phase in each joint is made with a separator included 

Regulations compliance

Order code

5

2. Dip connection in the gel and block 

wraps. guarantee a perfect watertight seal.
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Gel joints Break

Components and characteristics

•  Two polypropylene hinged shells with patented water tight 
system, made up of a longitudinal  ribbing (1) functioning as the 

walls (2)
tightness.

ribbing (3)

reciprocal jointing and two protrusions that block the plates.
•  There are two holes at the ends of each model in order to 

Advantages

temperature 
•  Fast laying

2 31

Order code Type Connection type
Main
(mm2)

Shunted
(mm2)

Main
(mm2)

Shunted
(mm2)

Main
(mm2)

Shunted
(mm2)

Main 
(mm2)

Shunted
(mm2)

6 

6 6 

6 

6 6 

6

Kit content*
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Modular terminal blocks

2, 16 mm2 2. 

Materials

•  Zinc – plated steel – dowels

Technical data

6

6

6

6

A

D

5

Advantages

•  Fast and easy wiring
•  Double insulation degree per joints connections
•  Fast maintenance

structure

5 5

5 5

5 5 5

Maximum number of terminals recommended to use inside of gel joints break.

combination the result is a pyramidal structure that optimises 


